
DX-801

HF Commercial Transceiver

Engineered for satisfaction - Alinco's DX801 sets a new industry standard for 

commercial HF Transceivers, offering simple operation with up-to-minutes technology.

FULL COVERAGE: ��� �������� 	
�
�� �������� ���� �������� ��� �������

�������� �� ��� �� ����� ���

������� ������� �!�

ALL MODES: "�� ���# �����������
$$%&' ( ��� 	
�� �)������ �� ����)�

�������� � ��� * $+ �������������

�����, ��� ��� ������� �������������

�������#-

COMPACTNESS: ��� 	
�� �� ��
�����( �� ��� �� )��������� ��#.���� ��

� ������� �� ������( ����)��� �������

��������� ������� #�� )����# ��

����������� �)������� �)����

SIMPLE OPERATION: ��� �������
/�#� ��� ���� ��� �� ������ ���������

�)�������( �� ����� �� �� ���� �� �)���

����� ����#��� ��� �������

101 CHANNELS and VFO MODE:
	
�� ������ �.� �)������� ������ '

)����������� 0�'""12 ���� ������

�) �� �0� ��� � 3���/������� 0��

1��� ������� ��� ������!� �
&4


���3�������( ������� )�.�� ������� ���

����� 5� ���)������ 6�7 ���� ���

�)������ ��� ������ ��� ���3����# �����#

������� ��� �����,,

CLONING CAPABILITY: ��� �)�������
�������� ��� �� )��������� ������

���� ��� ����� )���� /�#����� �� ����

������� )��)��������� 	
��

������� ��� �)������ 148�9 ��� �������

�����)�� ������

3 DISPLAY MODES: 	
�� ���
���)��# ������ ��� �����������#(

���������������3����# �� ���3����#�

���# .��� � ������ �� ������������

������( ���� 7�� �� %���������

HIGH STABILITY: ��� �0
7 )�������
��)��� ���3����# ��������# �� �9))�

��� ����� )����������� �)������������

������ ��� .�����

SELECTABLE RF GAIN: ��� �����
���������� �������� ���� ������� .��� �

������ �� :��%( �%( ���% ��� �

��%�

MONITOR FUNCTION: ��� 0���/
/�# ���� #�� ������� ��� ������������

���3����# �# ;��� � ����� �� � ������(

�)����� ��� �3����� ���)����#�

FLEXIBLE INSTALLATION: ' ������)
����� ����� �������� ��� ��� 	��/��)

�)�������� 8��� ����� �)������

����������� ���� �� 1%0�� �������

����/��( 1%0�� ���������� ����/�� ���

1	$�<&1	$�9&1	$�� ������( 	
��

��� �� �������# ��� �����# ��������� �� �

������� ����/� �� ��� ���������� ������

������� �����

MORE FEATURES: '��������� ��������
������� 45�( "���������/��( ��������

�����)���� .��� =>&	78" /�#�( 	����

���/( 1?��������)��/��&����)���� )����

��� '20 ����# )����

, 8���� )��������� '� �)������ 1@9A=

�� 9<= ��3������

,, "�� ����������� �� �)����� �� 6�7

���� )���������# ��� �� ���

��������� �� ��� ���� �����



1

2 3 4 5 6 7

8

910111213141516

���������	 ������

DX-801 ������������

������� ���� ���������� ��������
���� ��� �	 �� !"
#$%$& ��'�(���(�� )���$*�� ���*� +,-$---. /�0��
������ -&$.1!1$%#,+ "�2� -&$.1!1$%#,+
���0�33444���������(
�$(��� �20���5���������'0

040930AD035OUT

Copyright 2004 Alinco Incorporated, Osaka, Japan. All rights reserved. 
Although Alinco has designed this brochure to be as comprehensive and  
accurate as possible,we reserve the right to make changes at any time to our  
equipment line, optional accessories,specifications,or availability of any such  
device we manufacture and distribute, Please note that certain products and  
accessories may not be available in all countries of distribution.Please consult  
your Authorized Alinco Dealer for product availability and pricing.

Frequency coverage Receiver: 0.5～29.9999MHz continuous 

 Transmit: 1.6000～29.9999MHz continuous 

Mode J3E (USB,LSB),A3E(AM),F3E(FM),F1E(DIGITAL)(optinal) 

Usable temperature -10℃～+60 ℃ 

Frequency Stability ± 2.0 ppm 

Antenna Impedance 50Ω unbalanced 

Power supply 13.8V DC ±15% 

Number of memories 100 channels simplex or semi-duplex + CALL channel 
 (TX RX split frequency memory) 

Current drain Transmit 20A 
(13.8V DC) Receive 1.2A 

Dimensions W178 x H58 x D228mm (Projections not included) 
 (W7.0 x H2.3 X D9.0 inches) 
 W179 x H71 x D268mm 
 (W7.1 x H2.3 X D10.6 inches) 

Weight  Approx. 2.7kg (6.0lb)

Sensitivity J3E (1.8～30MHz)  -12dBμ (0.25μV)  S/N 10dB 
  (0.5～1.8MHz)   0dBμ (1μV)  S/N 10dB 
 A3E (1.8～30MHz)  +6dBμ (2μV)  S/N 10dB 
  (0.5～1.8MHz)  +20dBμ (10μV)  S/N 10dB 
 F3E (28～30MHz)  -6dBμ (0.5μV)  SINAD 12dB 

Selectivity J3E   2.4kHz/-6dB  4.5kHz/-60dB 
 A3E,F3E   9kHz/-6dB  20kHz/-50dB 

Intermediate frequency 1st  71.75MHz 
 2nd 455kHz 

Spurious and image More than 70dB 
rejection ratio 

Audio output power More than 2.0W (8Ω,10%) 4W(4Ω,10%) 

RIT variable range ±1.4kHz or ±0.2kHz (dealer programmable)

Output power J3E(USB,LSB) 1.6～29.9999MHz 100W ( Low 10W) 
 A3E(AM)  1.6～29.9999MHz 40W (Low approx. 4W) 
 F3E(FM) 1.6～29.9999MHz 100W (Low 10W) 

Spurious emissions Less than -40dB 

Carrier suppression More than 40dB 

Unwanted sideband More than 50dB (1kHz) 

Modulation system SSB Balanced 
 AM Low power modulation 
 FM Variable reactance 
 DIGITAL GMSK reactance 

Microphone Impedance 2kΩ 
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1) POWER SW 

Press to turn on/off the power.

2) DIMMER SW 
Press to change the illumination 
brightness.

10) DIAL LOCK 
Locks the main dial.

11) SQUELCH 
Sets the squelch level.

12) NB 
Toggles the noise blanker on/off.

13) RF/ATT 
Press to change the receiver gain 
+10dB/0dB/-10dB/-20dB.

14) RIT(Clarifier) 
To fine tune the receiver frequency.

15) AF GAIN 
Audio volume control.

16) MIC 
Microphone connector (hand mic. 
comes sandard with the DX-801)

3) HIGH/LOW 
Toggles the transmiter output power 
High and Low.

4) TUNE 
Press to start antenna tuning.(if an 
optional auto-tuner is used.)

6) CHECK 
Press this button to monitor your 
transmitting frequency.

8) TX/RX LAMPS 
Lights red while transmitting, lights 
green while receivimg. Can be turned 
off for naigation in the dark.

9) MAIN DIAL 
Channel selection switch, a maximum 
of 101 channel memories. Each 
channel can be used for simplex, 
semi-duplex, or receiving only.

7) CALL 
Quick access to the CALL Channel.

5) DISPLAY 
Large display shows Channel 
Numbers and/or Channel Numbers 
and Frequencies. Also S-meter, RF 
output, etc.

DM330 
MVT/MVZ/MVE

30A-class  
power supplies

automatic  
long-wire tuner

EMS-14EDX-2

Desktop  
microphone

EBC-8

Front-control  
unit bracket

EBC-9

Main-unit  
bracket

EDS-4

Separation cable 
(1.5m)

EDS-6

Separation cable 
(4.5m)

EDS-5

Microphone  
extension cable

ERW-5

Cloning cable

EJ-53U*

GMSK  
Voice-modem  

unit

EJ-54U*

GMSK  
Voice-modem  

unit

* Where permitted.
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